
CALVARY VALVE INC 

API 6D 
DUAL PLATE CHECK VALVE 



Calvary Valve Inc. A new company.  A fresh outlook on the approach of taking 
care of clients requirements. Our  goal  at  Calvary  is  to  Provide  clients  the 
highest  quality  available  in  market  ,manufactured,  in  API6D  and  ISO9001 
facilities, with  the  most competitive  price  available, in  the  time  frame  to  fit 
our clients needs. 
 
The management and ownership team assembled at Calvary Valve is over 
50years of collective experience in valve manufacturing and design. What 
additionally sets us apart from the pack ,is a full force of service personnel to 
handle our clients service needs, The market is full of valve providers, but 
not   many   will   boast   of   24   hour   on   call   availability   of   not   only   sales 
assistance,  but  with  service  technicians  to  answer  any  questions,  or  go  to 
the field to address our clients service needs. 
 
Our inventory levels, coupled with a full shop capable of third party testing 
requirements ,sub sea modification ,trim conversions.  
 
Our background, abilities, and sincere desire to service our clients will make 
us a leader in the industry and develop a legacy of what Calvary Valve, Inc. 
is. 
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Dual Plate Check Valve 

DUAL PLATE CHECK  VALVE CONTENT 



Petroleum Refining 
Hydrogen 
Cracking 
Steam 
Crude Oil 
Gasoline 
Visbreakers 
Naptha 
Sulfur 

Oil and Gas Production 
Centrifugal Compressor Discharge 
Fire Water Lines 
Oil/Steam Separation 
Steam and CO2 Injection 
Gas/Oil Gathering Systems 
Flowlines 
Wellheads 

Marine 
Oil Tankers 
Tanker Loading Terminals 
Offshore Platforms 
Sub-Sea Manifolds 
Terminal Transfer Lines 
Barge Unloading Lines 
Shipboard Services 
 
Water  and  Wastewater 
Distribution Lines 
Pumping Stations 
Sewage Plant Blower Discharge 
Chemical Treatment 
Fire Protection Systems 
HVAC Systems 

Power Generation 
Steam 
Condensate 
Boiler Feed Pumps 
Cooling Towers 
Service Water Recirculators 
River Water Intake 

Steel/Primary Metals 
Quench Lines 
De-Scaling 
Continuous Casters 
Steam 
Condensate 
Strippers 
Electro-Galvanizing 

Petrochemicals 
Ethylene 
Propylene 
Steam 
Reboilers 
Gases 

Chemicals 
Chlorine 
Phosgene 
Aromatics 
Polymers 
Acids 
Air Separation 
Cauctics 

Pulp  and  Paper 
Bleaching Lines 
Black Liquor 
Green Liquor 
White Water 
Steam 
Chemical Recovery 

A wide variety of body designs, materials, and trim make CVI Dual Plate Check Valves exceptionally 
versatile and suitable for a multitude of liquid and gas fluid applications. 
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DUAL PLATE CHECK  VALVE APPLICATIONS 



DESIGN FEATURES 

The  CVI  dual  plate  check  valve  design  conforms  to 
API594 and API6D. And it is generally stronger, lighter, 
smaller,   more   eff icient   and   less   expensive   than 
conventional swing check valves. It has about 25% the 
face to face dimension and 15% to 20% the weight of a 
swing  check  valve  and  making  them  less  expensive 
than  a  swing  check  valve.  It  is  much  easier  to  install 
between standard gaskets and line flanges. 

Easy to install and maintain 

Manufactured to API 594 and tested to API 598 
Smooth, spring-assisted closing reduces water hammer 
All WCB and 316 SS valves conform to NACE MR-01-75 
Rugged Inconel X-750 spring is standard in all steel and stainless steel valves 
Innovative 316 SS seat, standard in all WCB metal-seated valves, combined with 
standard 316 SS plates provides a true all stainless steel seating area 
Long-legged springs allow plates to open and close without seat scrubbing 
Economical, lightweight, compact design-significantly lighter and less expensive 
than comparable swing check valves 

Light weight, versatile design, 80 to 90% lighter than conventional full-body check 
valves. 

Reduces pipe supports, simplifies piping, easier, less costly installation. 
- Reduced thermal and seismic considerations 

- No need for additional expensive support 
- Optimum space utilization; simplified piping 
Discs open 80°to ensure positive closing. 
Materials and trims available for all services within temperature range. 
Extended leg springs prevent seat wear caused by scrubbing. 
Springs are calculated to increase the responsiveness of the disc, thus reducing 
damaging effects of water hammer. 

Resilient or metal-to-metal seat available. 
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DUAL PLATE CHECK  VALVE FEATURES 



The CVI dual plate check valve design is generally stronger, lighter, smaller, more efficient and less expensive than conventional 
swing check valves. The design meets API 594 which is approximately 25% the face to face dimension and 15% to 20% the weight, 
on most popular sizes, making them less expensive than a swing check valve. It is much easier to install between standard gaskets 
and line flanges. The savings compound during installation due to ease of handling and only one set of flange studs is required. 
Therefore, it is more cost effective to install, and also to maintain. 
 
The CVI also offers special design features which make it a high performance non-slam check valve. These include a scrub-free 
opening,  and  in  most  sizes  a  unique  independent  spring  design  as  well  as  an  independent  plate  Stop  hinge  pin.  Other 
configurations include lug type and double flange type. 

The innovative dual-plate design of the CVI check valve employs one or two spring- loaded plates (disc halves) suspended on a 
central vertical hinge pin. As flow begins, the plates open in response to a resultant force (P) which acts as the center of the sealed 
surface area. The contact point of the reacting spring leg’s force (Ps) acts beyond the center of the plate area, causing the heel to 
open first. This prevents rubbing of the seal surface prior to normal plate opening, eliminating wear. 
 
As  the  velocity  of  flow  decreases,  torsion  spring  action  reacts  automatically.  This  moves  the  plates  closer  to  the  body  seats, 
reducing the distance and time of travel for closure. By having the plates closer to the body seats at the time of flow reversal, the 
valve dynamic response is greatly accelerated. This dramatically reduces the water hammer effect for non-slam performance. 
 
At  closing, the  point  of  spring  force causes  the  toe  of  the  plates  to  close  firstly. This  prevents  dragging  of  the  heels  of the 
plates  and  maintains  seal  integrity for  much  longer  periods. 
 
A spring  design  of CVI dual plate check valve( sizes6" and  larger) allows  higher  torque  to  be exerted  against  each  plate  with 
independent  closing  in  response  to  the process  stream. Testing  has  proved  this action  provides  up  to  25% improvement in 
valve  life  and  50% reduction  in  water hammer.  Each  of  the  dual  plates  has  its  own  spring or  springs, which provide 
independent closing  action. These in-dependent springs  undergo  less  angular deflection, only  140°as compared  to 350°for 
conventional  springs  with  two  legs. 

Heel opens first as 
flow begins. Plates fully opened Plates fully seated for 

bubble-tight shutoff. 

Independent Plate Suspension Design 

The   CVI   dual   plate   check   valve   unique   hinge   design 
reduces   friction   forces   by   66%,  which  improves   valve 
response   significantly.  Support    sleeves    are    inserted 
through   the  outboard   hinges   so   that   the   upper   hinge  is 
independently  supported  by  the  lower sleeve  during  valve 
operation. This  allows  both  plates  to  close  at  the  same 
time     for     quick    response,   and     excellent    dynamic 
performance. 

P 
P 
 
P 

P 

Independent Spring Design 
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DUAL PLATE CHECK  VALVE ADVANTAGES 



FLANGED TYPE 

LUG TYPE 

WAFER TYPE 
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DUAL PLATE CHECK  VALVE MODELS 

ASME  CLASS 

150 300 600 900 1500 2500 

2–36” 

50–900mm 

2–36” 

50–900mm 

2–30” 

50–750mm 

2–24” 

50–600mm 

2–20” 

50–500mm 

2–20” 

50–500mm 

ASME  CLASS 

150 300 600 900 1500 2500 

2–36” 

50–900mm 

2–36” 

50–900mm 

2–30” 

50–750mm 

2–24” 

50–600mm 

2–20” 

50–500mm 

2–20” 

50–500mm 

ASME  CLASS 

150 300 600 900 

2–36” 

50–900mm 

2–36” 

50–900mm 

2–30” 

50–750mm 

2–24” 

50–600mm 



PLUG 

EYE BOLT 

CAST  IRON / 316 SS 

INDUSTRY STANDARDS 

•  ASME B16.1, B16.5, B16.24, B16.34, 
B16.47, and B31.1 

• API 594 and 598 
• MSS-SP-25, MSS-SP-55 
• API 6A and 6D (as applicable) 
• MSS-SP-61 (standard for the resilient 

seated, metal seated when required) 
• NACE MR-01-75 (Latest 

Edition, when required) 

ADJUSTING RING 

STOP & HINGE PIN 

SPRING 

SPRING PLATE 

PLATE 
BODY 

SHOCK 
BUMBERS 
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PART NAME WCB/ 316SS 316SS/ 316SS CN7M / CN7M 

BODY A 216 - WCB A 351 - CF8M CN7M 

PLATE A 351-CF8M A 351-CF8M CN7M 

SPRING INCONEL X -750 INCONEL X- 750 INCONEL X - 750 

STOP PIN 316 316 ALLOY 20 

NPT - PLUG 316 316 ALLOY 20 

END BEARING 316 316 ALLOY 20 

BEARING WASHER 316 316 ALLOY 20 

SLEEVE 316 316 ALLOY 20 

SEAT 316 OR VITON 316 OR VITON A20 OR VITON 

PART NAME CAST IRON /BRONZE 

BODY A 126 CAST IRON A 126 CAST IRON 

PLATE ALUMINUM  BRONZE A  351  CF8M 

SPRING 316 316 

STOP PIN 316 316 

NPT-PLUG 316 316 

END BEARING 316 316 

BEARING WASHER 316 316 

SLEEVE 316 316 

SEAT BUNA-N  OR VITON BUNA-N  OR VITON 

DUAL PLATE CHECK  VALVE STANDARD CONSTRUCTION MATERIALS 



B 

SIZE CLASS 
A B C Weight 

125 
150 
300 
600 
900 

1500 
2500 
125 
150 
300 
600 
900 

1500 
2500 
125 
150 
300 
600 
900 

1500 
2500 
125 
150 
300 
600 
900 

1500 
2500 
125 
150 
300 
600 

2” 
50mm 

2-1/2” 
65 mm 

3” 
80mm 

4” 
100mm 

5” 
125mm 

  B   
A 

C
 

Installation 
Flow Direction 
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INCH 
2.375 

MM 
60.3 

INCH 
4.125 

MM 
150 

INCH 
2.125 

MM 
54 

LBS 
4 

KGS 
1.8 

2.375 60.3 4.125 150 2.362 60 6 2.7 
2.375 60.3 4.375 111 2.362 60 7 3.2 
2.375 60.3 4.375 111 2.362 60 7 3.2 
2.375 60.3 5.625 143 2.76 70 14 6.4 
2.375 60.3 5.625 143 2.76 70 14 6.4 
2.375 60.3 5.75 146 2.76 70 15 6.8 
2.875 73 4.875 124 2.125 54 6 2.7 
2.875 73 4.875 124 2.64 67 10 4.5 
2.875 73 5.125 130 2.64 67 11 5 
2.875 73 5.125 130 2.64 67 11 5 
2.875 73 6.5 165 3.25 83 16 7.3 
2.875 73 6.5 165 3.25 83 16 7.3 
2.875 73 6.625 168 3.25 83 22 10 

3.5 88.8 5.375 137 2.25 57 13 3.2 
3.5 88.8 5.375 137 2.874 73 7 5.9 
3.5 88.8 5.875 149 2.874 73 15 6.8 
3.5 88.8 5.875 149 2.874 73 15 6.8 
3.5 88.8 6.625 168 3.27 83 24 10.9 
3.5 88.8 6.875 174.6 3.27 83 25 11.3 
3.5 88.8 7.75 197 3.386 86 31 14.1 
4.5 114.8 6.875 175 2.5 64 12 5.4 
4.5 114.8 6.875 175 2.874 73 17 7.7 
4.5 114.8 7.125 181 2.874 73 18 8.2 
4.5 114.8 7.625 194 3.11 79 26 11.8 
4.5 114.8 8.125 206.4 4.02 102 40 18.1 
4.5 114.8 8.25 209.4 4.02 102 43 19.5 
4.5 114.8 9.25 235 4.13 105 54 24.5 
5.5 141 7.75 197 2.76 70 15 6.8 

5.62 142.8 7.75 197 3.38 86 27 12.2 
5.62 142.8 8.5 216 3.38 86 35 15.9 
5.62 142.8 9.5 241 4.125 105 50 22.7 

DUAL PLATE CHECK  VALVE ANSI INSTALLATION DIMENSIONS 



B 

SIZE CLASS 
A B C Weight 

125 
150 
300 
600 
900 

1500 
2500 
125 
150 
300 
600 
900 

1500 
2500 
125 
150 
300 
600 
900 

1500 
2500 
125 
150 
300 
600 
900 

1500 
2500 
125 
150 
300 
600 
900 

1500 

6” 
150mm 

14” 
350mm 

12” 

300mm 

10” 
250mm 

8” 

200mm 

  B   
A 

C
 

Installation 
Flow Direction 
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INCH 
6.625 

MM 
168 

INCH 
8.75 

MM 
222 

INCH 
3 

MM 
76 

LBS 
20 

KGS 
9 

6.625 168 8.75 222 3.858 98 35 16 
6.625 168 9.875 251 3.858 98 45 20 
6.625 168 10.5 267 5.394 137 80 36 
6.625 168 11.38 289 6.26 159 115 52 
6.625 168 11.13 282.6 6.26 159 110 50 
6.625 168 12.5 318 6.26 159 190 86 
8.625 219.3 11 279 3.75 95 40 18 
8.625 219.3 11 279 5 127 70 32 
8.625 219.3 12.13 308 5 127 82 37 
8.625 219.3 12.64 321 6.5 165 135 61 
8.625 219.3 14.13 358.8 8.11 206 229 104 
8.625 219.3 13.88 352.4 8.11 206 219 99 
8.625 219.3 15.25 387 8.11 206 285 129 
10.75 273.1 13.38 340 4.25 108 65 29 
10.75 273.1 13.38 340 5.75 146 106 48 
10.75 273.1 14.25 362 5.75 146 125 57 
10.75 273.1 15.75 400 8.385 213 238 108 
10.75 273.1 17.13 435 9.488 241 388 176 
10.75 273.1 17.13 435 9.76 248 397 180 
10.75 273.1 18.75 476 9.84 250 502 228 
12.75 324 16.13 410 5.625 143 110 50 
12.75 324 16.13 410 7.12 181 172 78 
12.75 324 16.63 422 7.12 181 200 91 
12.75 324 18 457 9 229 333 151 
12.75 324 19.63 498.5 11.5 292 540 245 
12.75 324 20.5 520.7 12 305 725 329 
12.75 324 21.63 549 12 305 963 437 

14 355.6 17.75 451 7.25 184 183 83 
14 355.6 17.75 451 7.25 184 200 91 
14 355.6 19.13 486 8.74 222 325 147 
14 355.6 19.38 492 10.75 273 455 206 
14 355.6 20.5 520.7 14 356 ** ** 
14 355.6 22.75 577.9 14 356 ** ** 

DUAL PLATE CHECK  VALVE ANSI INSTALLATION DIMENSIONS 



Installation 
Flow Direction B 

  B   
A 

C
 

SIZE CLASS 
A B C Weight 

125 

150 

300 

600 

900 

1500 

125 

150 

300 

600 

900 

1500 

125 

150 

300 

600 
900 

125 

150 
300 

600 

125 

150 

300 

125 

150 

16" 
400mm 

18" 
450mm 

20" 
500mm 

24" 
600mm 

30“ 
750mm 

36" 
900mm 

10 

INCH 

16 

MM 

406 

INCH 

20.25 

MM 

514 

INCH 

7.5 

MM 

191 

LBS 

255 

KGS 

116 

16 406 20.25 514 7.5 191 275 125 

16 406 21.25 540 9.13 232 415 188 

16 406 22.25 565 12 305 640 290 

16 406 22.63 574.7 15.12 384 ** ** 

16 406 25.25 641 15.12 384 ** ** 

18 457 21.63 549 8 203 315 143 

17 433 21.63 549 8 203 315 143 

17 433 23.5 597 10.39 264 555 252 

17 433 24.13 613 14.25 362 890 404 

17 433 25.13 638.2 17.75 451 1318 598 

18 457 27.75 705 18.42 468 ** ** 

20 508 23.88 606 8.385 213 380 172 

20 508 23.88 606 8.62 219 435 197 

20 508 25.75 654 11.5 292 725 329 

20 508 26.88 683 14.5 368 1120 508 

17 433 25.13 638.2 17.75 451 1426 647 

24 610 28.25 718 8.75 222 575 261 

24 610 28.25 718 8.75 222 620 281 

24 610 30.5 775 12.5 318 1100 499 

24 610 31.13 791 17.25 438 2040 925 

30 762 34.75 883 12 305 1070 485 

30 762 34.75 883 13 330 1230 558 

30 762 37.5 953 15.69 398 2050 930 

36 915 41.25 1048 14.5 368 1962 890 

36 915 41.25 1048 15.25 387 2017 915 

DUAL PLATE CHECK  VALVE ANSI INSTALLATION DIMENSIONS 
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ASME Class 150 

ASME Class 300 

ASME Class 600 

ASME Class 900 

11 

Size A B C Weight 
in mm in mm in mm in mm lbs. kg. 
8" 200 131/ 

2 343 5 127 75/ 
8 194 93 42 

10" 250 16 406 53/ 
4 146 99/ 

16 243 189 86 
12" 300 19 483 71/ 

8 181 113/ 
8 289 218 99 

14" 350 21 533 71/ 
4 184 121/ 

2 318 274 124 
16" 400 231/ 

2 597 71/ 
2 191 15 381 353 160 

18" 450 25 635 8 203 167/ 
8 428 409 185 

20" 500 271/ 
2 699 85/ 

8 219 187/ 480 552 250 
24" 600 32 813 83/ 

4 222 225/ 8 575 860 389 
30" 750 383/ 

4 984 13 330 291/ 743 1512 687 
36" 900 46 1168 151/ 

4 387 4 

35 889 2525 1145 

42" 1050 53 1346 17 432 41 1041 4163 1888 
48" 1200 591/ 

2 1511 205/ 
8 524 47 1194 5880 2667 

54" 1350 661/ 
4 1683 211/ 

4 539 511/ 
2 1308 - - 

60" 1500 73 1854 26 660 56 1422 - - 
66" 1650 80 2032 31 787 621/ 

2 1588 - - 
72" 1800 861/ 

2 2197 36 914 68 1727 - - 

Size A B C Weight 
in mm in mm in mm in mm lbs. kg. 

12" 300 22 559 9 229 113/ 
8 289 612 277 

14" 350 233/ 
4 603 103/ 

4 273 121/ 
2 318 682 309 

16" 400 27 685 12 305 143/ 
8 365 951 430 

18" 450 291/ 
4 743 141/ 

4 362 161/ 
8 409 1221 553 

20" 500 32 813 141/ 
2 368 18 457 1606 728 

24" 600 37 940 171/ 
2 445 219/ 

16 548 2451 1111 
30" 750 441/ 

2 1130 197/ 
8 505 283/ 

4 730 3825 1735 
36" 900 513/ 

4 1314 25 635 333/ 
4 857 6057 2747 

42" 1050 551/ 
4 1403 275/ 

8 702 391/ 
2 1003 9985 4529 

48" 1200 623/ 
4 1594 31 787 36 914 12600 5715 

Size A B C Weight 
in mm in mm in mm in mm lbs. kg. 

12" 300 201/ 
2 521 71/ 

8 181 113/ 
8 289 336 152 

14" 350 23 584 83/ 
4 222 121/ 

2 318 431 195 
16" 400 251/ 

2 648 91/ 
8 232 143/ 

8 365 619 280 
18" 450 28 711 103/ 

8 264 161/ 
8 409 850 385 

20" 500 301/ 
2 775 111/ 

2 292 177/ 
8 454 1078 488 

24" 600 36 914 121/ 
2 318 221/ 8 562 1516 686 

30" 750 43 1092 141/ 
2 368 283/ 4 730 3100 1406 

36" 900 50 1270 19 483 35 864 4650 2109 
42" 1050 503/ 

4 1289 223/ 
8 568 41 1041 8670 3932 

48" 1200 573/ 
4 1467 243/ 

4 629 47 1193 9950 4513 
54" 1350 651/ 

4 1657 271/ 
4 692 511/ 

2 1308 - - 
60" 1500 73 1854 321/ 

2 826 56 1422 - - 

Size A B C Weight 
in mm in mm in mm in mm lbs. kg. 

12" 300 24 610 111/ 
2 292 101/ 

8 257 770 349 
14" 350 251/ 

4 641 14 356 111/ 
2 292 1240 561 

16" 400 273/ 
4 705 151/ 

8 384 127/ 8 327 1210 548 
18" 450 31 787 173/ 

4 451 141/2 368 1845 835 
20" 500 333/ 

4 857 173/ 
4 451 18 457 3940 1787 

24" 600 41 1041 
1 19 /2 495 

1 21 /2 546 4175 1893 
30" 750 481/ 

2 1222 25 635 26 660 6500 2948 
36" 900 571/ 

2 1461 28 711 31 787 - - 
42" 1050 611/ 

2 1562 311/ 
2 800 36 914 - - 

DUAL PLATE CHECK  VALVE DOUBLE FLANGE RETAINERLESS VALVE DESIGN 



Lug  Style  valves  cover the bolting the entire length of the body. They are furnished in scallop and full body designs. 
Scallop is furnished no matter when possible to keep weight to a minimum. These valves are standard retainerless design. 
Lug valves can be specified with threaded or thru-hole bolting. 

Full Body Scallop 

Pin must be vertical 
for horizontal flow. 

ASME Class 150 

ASME Class 300 

ASME Class 600 
 
 

ASME Class 2500 

ASME Class 900 

ASME Class 1500 

Flow Direction 

Threaded 

Thru hole 
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Size A B C Weight 
in mm in mm in mm in mm lbs. kg. 
2" 50 61/ 

2 165 23/ 
8 60 11 5/ 16 

49 18 8 
21/ " 

2 65 71/ 
2 191 25/ 

8 67 21 1/ 32 
60 22 10 

3" 80 81/ 
4 210 27/ 

8 73 22 9/ 32 
74 30 14 

4" 100 10 254 27/ 
8 73 35 3/ 64 

97 36 16 

5" 125 11 279 33/ 
8 86 41 3/ 16 

122 51 23 

6" 150 1 21/ 
2 318 37/ 

8 98 54 9/ 64 
146 84 38 

8" 200 15 381 5 127 7 5/ 8 
194 135 61 

10" 250 1 71/ 
2 445 53/ 

4 146 9 9/ 16 
243 270 123 

Size A B C Weight 
in mm in mm in mm in mm lbs. kg. 
2" 50 61/ 

2 165 23/ 
8 60 115/ 16 

49 18 8 
21/ " 

2 65 71/ 2 191 25/ 
8 67 211/ 32 

60 22 10 
3" 80 81/ 210 27/ 

8 73 229/ 32 
74 30 14 

4" 100 4 

10 273 31/ 
8 79 353/ 64 

97 51 23 

6" 150 14 356 53/ 
8 137 549/ 64 

146 183 93 

8" 200 16 419 61/ 
2 165 75/ 

8 194 295 134 
10" 250 20 508 83/ 

8 213 99/ 
16 243 540 245 

Size A B C Weight 
in mm in mm in mm in mm lbs. kg. 
2" 60 81/ 

2 216 23/ 
4 70 111/ 16 

43 37 17 

3" 80 101/ 
2 267 31/ 

4 83 25/ 
8 67 70 32 

4" 100 121/ 
4 311 4 102 37/ 

16 87 112 51 
6" 150 151/ 

2 394 61/ 
4 159 53/ 

16 132 262 119 
8" 200 19 483 81/ 

8 206 613/ 16 
173 488 221 

10" 250 23 584 93/ 
4 248 81/ 

2 216 917 416 
12" 300 261/ 

2 673 12 305 101/ 
8 257 1425 646 

14" 350 291/ 
2 749 14 356 111/ 

2 292 2045 928 
16" 400 321/ 

2 826 151/ 
8 384 1213/ 

16 325 2600 1179 
18" 450 36 914 187/ 

16 468 133/ 
4 349 3883 1761 

20" 500 383/ 
4 984 21 533 143/ 

4 348 5700 2580 
24" 600 46 1168 22 559 

1 
15 /8 384 7150 3236 

Size A B C Weight 
in mm in mm in mm in mm lbs. kg. 
2" 50 91/ 

4 235 23/ 
4 70 11 

5/ 16 
43 48 22 

3" 80 12 305 33/ 
8 86 2 5/ 8 

67 93 42 

4" 100 14 356 41/ 
8 105 3 7/ 16 

87 152 69 

6" 150 19 483 61/ 
4 159 5 3/ 16 

132 386 175 

8" 200 2 1
3/ 

4 552 81/ 
8 206 61 

3/ 16 
173 682 309 

10" 250 2 6
1/ 

2 673 10 254 8 1/ 2 
216 1233 559 

12" 300 30 762 12 305 101/ 
8 257 1881 853 

Size A B C Weight 
in mm in mm in mm in mm lbs. kg. 
2" 50 81/ 

2 216 23/ 
4 70 111/ 16 

43 37 17 

3" 80 91/ 
2 241 31/ 

4 83 25/ 
8 67 57 26 

4" 100 111/ 
2 292 4 102 37/ 

16 87 98 45 
6" 150 15 381 61/ 

4 159 53/ 
16 132 252 114 

8" 200 181/ 
2 470 81/ 

8 206 613/ 16 
173 441 200 

10" 250 211/ 
2 546 91/ 

2 241 81/ 
2 216 787 357 

DUAL PLATE CHECK  VALVE LUG RETAINERLESS VALVE DESIGN 

Size A B C Weight 
in mm in mm in mm in mm lbs. kg. 
2 " 6 0 6 1 ⁄ 

2 1 6 5 2 3 ⁄ 8 
6 0 1 1 5 ⁄ 1 6 

4 9 1 7 8 
21⁄ " 

2 65 7 1⁄ 
2 191 2 5⁄ 8 

67 2 11⁄ 32 
60 17 8 

3" 80 8 1⁄ 
4 210 2 7⁄ 8 

73 2 29⁄ 32 
74 17 8 

4" 100 9 229 2 7⁄ 8 
73 3 53⁄ 64 

97 28 13 

5" 125 10 254 3 3⁄ 8 
86 4 13⁄ 16 

122 36 16 

6" 150 11 279 3 7⁄ 8 
98 5 49⁄ 64 

146 48 22 
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Ring Joint Flanges 
 
ASME Class 150 

4 

ASME Class 300 

ASME Class 125 

DUAL PLATE CHECK  VALVE STUD SELECTION 

Valve 
Size 

No.of 
Studs 

B C 

Bolt  Diameter Flat  Face 

in mm in mm in mm 

2" 50 4 5/ 8 
16 51/ 

4 133 

21/ " 
2 65 4 5/ 8 

16 51/ 
2 140 

3" 80 4 5/ 8 
16 53/ 

4 146 

4" 100 8 5/ 8 
16 61/ 

4 159 

5" 125 8 3/ 4 
19 63/ 171 

6" 150 8 3/ 4 
19 7 178 

8" 200 8 3/ 4 
19 8 203 

10" 250 12 7/ 8 
22 9 229 

12" 300 12 7/ 8 
22 101/ 

2 267 

Valve 
Size 

No. of 
Studs 

B C D 

Bolt  Diameter Raised Face Ring Joint 

in mm in mm in mm in mm 

2" 50 4 5/ 8 
16 53/ 

4 146 61/ 
4 159 

21/ " 
2 65 4 5/ 8 

16 61/ 
4 159 7 178 

3" 80 4 5/ 8 
16 63/ 

4 171 71/ 
4 184 

4" 100 8 5/ 8 
16 63/ 

4 171 71/ 
4 184 

5" 125 8 3/ 4 
19 71/ 

2 191 8 203 

6" 150 8 3/ 4 
19 8 203 81/ 

2 216 

8" 200 8 3/ 4 
19 91/ 

2 241 10 254 

10" 250 12 7/ 8 
22 101/ 

2 267 11 279 

12" 300 12 7/ 8 
22 12 305 121/ 

2 318 

14" 350 12 1 25 
3 

12 /4 324 131/ 
4 337 

16" 400 16 1 25 131/ 
4 337 133/ 

4 349 

18" 450 16 11/ 
8 29 141/ 

4 362 143/ 
4 375 

20" 500 20 11/ 
8 29 15 381 151/ 

2 394 

24" 600 20 11/ 
4 32 153/ 

4 400 161/ 
4 413 

26" 650 24 11/ 
4 32 223/ 

4 578 231/ 
4 591 

30" 750 28 11/ 
4 32 211/ 

4 540 223/ 
4 578 

36" 900 32 11/ 
2 38 261/ 

4 667 39 679 

42" 1050 36 11/ 
2 38 281/ 

2 724 - - 
48" 1200 44 11/ 

2 38 33 838 - - 
54" 1350 44 13/ 

4 44 35 889 - - 

60" 1500 52 13/ 
4 44 - - - - 

66" 1650 52 13/ 
4 44 - - - - 

72" 1800 60 11/ 
8 29 - - - - 

Valve 
Size 

No. of 
Studs 

B C D 

Bolt  Diameter Raised Face Ring Joint 

in mm in mm in mm in mm 

2" 50 8 5/ 8 
16 6 152 63/ 

4 171 

21/ " 
2 65 8 

3 
/4 19 63/ 

4 171 71/ 
2 191 

3" 80 8 3/ 4 
19 7 178 8 203 

4" 100 8 3/ 4 
19 71/ 

2 191 81/ 
4 210 

5" 125 12 3/ 4 
19 81/ 

4 210 9 229 

6" 150 12 3/ 4 
19 9 229 93/ 

4 248 

8" 200 12 7/ 8 
22 101/ 

2 267 111/ 
4 286 

10" 250 16 1 25 121/ 
4 311 13 330 

12" 300 16 11/ 
8 29 14 356 143/ 

4 375 

14" 350 20 11/ 
8 29 16 406 163/ 

4 425 

16" 400 20 11/ 
4 32 17 432 173/ 

4 451 

18" 450 24 11/ 
4 32 181/ 

2 470 193/ 
4 489 

20" 500 24 11/ 
4 32 193/ 

4 502 201/ 
2 521 

24" 600 24 11/ 
2 38 213/ 

4 552 223/ 
4 578 

26" 650 28 15/ 
8 41 341/ 

4 616 251/ 
4 641 

30" 750 28 13/ 
4 44 271/ 

4 692 281/ 
2 724 

36" 900 32 2 51 321/ 
4 819 151/ 

2 851 

42" 1050 36 2 51 361/ 
2 927 373/ 

4 959 

48" 1200 40 2 51 40 1016 - - 
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Ring Joint Flanges 
 

ASME Class 1500 
 
ASME Class 600 

ASME Class 900 

ASME Class 2500 

DUAL PLATE CHECK  VALVE STUD SELECTION 

Valve 
Size 

No. of 
Studs 

B C D 

Bolt Diameter Raised Face Ring Joint 

in mm in mm in mm in mm 

2" 50 8 5/ 8 
16 63/ 

4 171 7 178 
21/ " 

2 65 8 3/ 4 
19 71/ 

2 191 73/ 
4 197 

3" 80 8 3/ 4 
19 8 203 81/ 

4 210 

4" 100 8 7/ 8 
22 91/ 

4 235 91/ 
4 235 

5" 125 8 1 25 103/ 
4 273 11 279 

6" 150 12 1 25 121/ 
4 311 121/ 

2 318 

8" 200 12 11/ 
8 29 141/ 

4 362 141/ 
2 368 

10" 250 16 11/ 
4 32 17 432 171/ 

4 438 

12" 300 20 11/ 
4 32 18 457 18 457 

14" 350 20 13/ 
8 35 201/ 

4 514 201/ 
2 521 

16" 400 20 11/ 
2 38 221/ 

4 565 221/ 
2 572 

18" 450 20 15/ 
8 41 251/ 

4 641 251/ 
2 648 

20" 500 24 15/ 
8 41 26 660 261/ 

4 667 

24" 600 24 17/ 
8 48 301/ 

4 768 303/ 
4 781 

26" 650 28 17/ 
8 48 311/ 

2 800 32 813 

30" 750 28 2 51 341/ 
4 870 343/ 

4 883 

36" 900 28 21/ 
2 64 41 1041 201/ 

2 1060 

42" 1050 28 23/ 
4 70 47 1194 471/ 

2 1207 

Valve 
Size 

No. of 
Studs 

B C D 

Bolt Diameter Raised Face Ring Joint 

in mm in mm in mm in mm 

2" 50 8 7/ 8 
22 83/ 

4 222 83/ 
4 222 

21/ " 
2 65 8 1 25 93/ 

4 248 93/ 
4 248 

3" 80 8 7/ 8 
22 91/ 

4 235 91/ 
4 235 

4" 100 8 11/ 
8 29 11 279 11 279 

6" 150 12 11/ 
8 29 14 356 141/ 

4 362 

8" 200 12 13/ 
8 35 17 432 171/ 

4 438 

10" 250 16 13/ 
8 35 19 483 19 483 

12" 300 20 13/ 
8 35 213/ 

4 552 213/ 
4 552 

14" 350 20 11/ 
2 38 25 635 251/ 

2 648 

16" 400 20 15/ 
8 41 263/ 

4 679 27 686 

18" 450 20 17/ 
8 48 303/ 

4 781 311/ 
2 800 

20" 500 20 2 51 311/ 
2 800 321/ 

4 819 

24" 600 20 21/ 
2 64 363/ 

4 933 363/ 
4 946 

Valve 
Size 

No. of 
Studs 

B C D 

Bolt Diameter Raised Face Ring Joint 

in mm in mm in mm in mm 

2" 50 8 7/ 8 
22 83/ 

4 222 83/ 
4 222 

21/ " 
2 65 8 1 25 93/ 

4 248 93/ 
4 248 

3" 80 8 11/ 
8 29 101/ 

2 267 101/ 
2 267 

4" 100 8 11/ 
4 32 12 305 12 305 

6" 150 12 13/ 
8 35 163/ 

4 425 163/ 
4 425 

8" 200 12 15/ 
8 41 193/ 

4 502 201/ 
4 514 

10" 250 12 17/ 
8 48 231/ 

4 591 231/ 
2 597 

12" 300 16 2 51 27 686 273/ 
4 705 

14" 350 16 21/ 
4 57 301/ 

4 768 301/ 
4 794 

16" 400 16 21/ 
2 64 33 838 34 864 

18" 450 16 23/ 
4 70 383/ 

4 965 39 900 

20" 500 16 3 76 433/ 
4 1111 443/ 

4 1137 

24" 600 16 31/ 
2 89 48 1219 491/ 

4 1251 

Valve 
Size 

No. of 
Studs 

B C D 

Bolt Diameter Raised Face Ring Joint 

in mm in mm in mm in mm 

2" 50 8 1 25 10 254 10 254 
21/ " 

2 65 8 11/ 
8 29 111/ 

4 286 111/ 
4 286 

3" 80 8 11/ 
4 32 121/ 

4 311 121/ 
2 318 

4" 100 8 11/ 
2 38 141/ 

4 362 143/ 
4 375 

6" 150 8 2 51 20 508 201/ 
2 521 

8" 200 12 2 51 233/ 
4 603 24 610 

10" 250 12 21/ 
2 64 291/ 

4 743 301/ 
4 768 

12" 300 12 23/ 
4 70 331/ 

4 845 341/ 
4 870 



RECOMMENDED FLOW RATE RANGES 

Pressure Drop Chart 

Head Loss In Feet of Water 

HORIZONTAL INSTALLATION  ONLY 
 
 
This chart is based on flow  of clean water at 
a m b i e n t   t e m p e r a t u r e .   C o n s u l t   o u r 
engineering  department  for  pressure  drop 
information   for   steam,   gases   or   viscous 
fluids. 
Piping  practice  recommends  placement  of 
check   valve   a   distance   equal   to   5   pipe 
diameters   from   any   turbulence   producing 
d e v i c e   s u c h   a s   e l b o w s ,   p u m p s ,   e t c . 
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CV   and Cracking Pressure 

Cv value 
Cv indicates the gallons of water at 
temperature +60°F flowing through the 
valve bore in pressure differential down 
1 Lbs/Inch 2 (0.0068694757Mpa). 

15 

Size CV Cracking 
Pressure(psi) 

2" 48 0.230 
2.5" 77 0.260 
3" 135 0.210 
4" 270 0.220 
5" 450 0.180 
6" 720 0.140 
8" 1400 0.190 

10" 2600 0.180 
12" 3850 0.170 
14" 5000 0.150 
16" 7250 0.160 
18" 10,000 0.150 
20" 12,400 0.130 
24" 20,400 0.100 
30" 38,000 0.080 
36" 60,000 0.080 
42" 89,000 0.050 
48" 124,000 0.060 

DUAL PLATE CHECK  VALVE RECOMMENDED FLOW RATE RANGES 

Media Flow Rate 

Liquid 3  to 11 feet/second 
0.91 to 3.35 m/ second 

Gas 20 to 250 feet/second 
6.1 to 76.2 m/ second 



SIZE PRESSURE 

RATING 
TYPE 

Suffix ASTM Grade Category 

SPRING OPTIONS Examples: 

1-Inconel X-750 
2-316 

3-Monel 
4 Hastelloy C 

5 Alloy 20 

SEAT 

M-Metal 
B-Buna 
E-EPDM 

V-Viton 

T-Teflon 

RTJ - End Connection 
LUG - Lugged Body 
FE - Flanged Body 

NACE - NACE 

To order a 4" 600# RTJ SS metal-seated 
Wafer Check valve with Inconel X-750 
spring and 304 SS disc, use FIG. Number 

4SSM60W05M1RTJ 

4 SSM 60 W 05 M 1 RTJ 

BODY/DISC MATERIAL 
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2" CI-Cast Iron 12-125# W -  WCB 01- Cast Steel 

21/ 2" CSR-Cast Steel, Rubber Seat 15-150# A -  A126-B 02- Cast Iron 

3" CSM-Cast Steel, Metal Seat 30-300# F -  CF8M 03- 316 

4" SSR-Stainless Steel, Rubber Seat 60-600# CN -  CN7M 04- Alloy 20 

5" SSM-Stainless Steel, Metal Seat 90-900# C8 -  CF8 05- 304 

6" 150-1500# C3 -  CF3 06- 304L 

8" 250-2500# CC-  CF8-C 07- 347 

10" CT -  CF8-T 08- 321 

12" D -  CD4MCu 09- Duplex-SS 

14" CM -  CF3M 10- 316L 

16" G8-  CG8M 11- 317 

18" G3 -  CG3M 12- 317L 

20" HM -  N12MV 13- Hastelloy B 

24" CW -  CW12MW 14- Hastelloy C 

30" CY -  CY40 15- Inconel 

36" L -  LCC 16- LCC 

M1 -  M35-1 17- Monel 

M2 -  M35-2 18- Monel 

M3 -  M35-H 19- Monel 

CZ -  CZ100 20- Nickel 

CK -  CK3M CuN 21- 254SMO 

DUAL PLATE CHECK  VALVE FIG NUMBER 



SCOPE 
These terms and conditions apply to all Calvary Valve 
Inc valve products, and supersedes all previously 
published terms and conditions. 

CLAIMS 
All claims for shortages, corrections, or deductions 
must be made within 10 days after receipt of goods. 
Responsibility for goods lost or damaged in transit 
rests with carrier, and claims should be filed with the 
carrier by the consignee.  Delivery of material to a 
common carrier shall be considered delivery to the 
buyer, and  shall be at the buyers risk thereafter. 

DELIVERY DELAYS 
We assume no responsibility for delays in delivery, or 
defaults resulting from strikes, work stoppages, fires, 
floods, accidents, war, inability to obtain materials, or 
any other cause unavoidable and beyond our 
control. 
TAXES 
CVI quotations and/or contracts do not include 
any municipal, state, or federal sales, excise, 
use 
occupational, or other taxes, and any such tax, if 
paid by us will be charged to the purchaser. 

CATALOG ILLUSTRATIONS 
Catalog illustrations are actual representations of a 
certain size of each product line, but do not necessarily 
represent all sizes in details.  We reserve the right to 
institute changes in materials, designs, and 
specifications without notice in keeping with our policy of 
continuing product improvement. 

CATALOG WEIGHTS 
Catalog weights represent average weights of 
products and are in no sense guaranteed. 

Hereafter, Calvary Valve Inc Company shall be refered to as 
CVI. 

Special terms and conditions printed on a buyer’s 
order will only apply in so far as they conform to the 
terms and conditions detailed on these pages.  Terms 
and conditions of an order that change or modify those 
on this sheet shall not be binding on CVI. 

APPROVAL 
All quotations, contracts, orders, or agreements are 
subject to approval and/or acceptance by the main 
office of CVI. 

We reserve the right to correct clerical or 
stenographic errors in quotations, orders, invoices, 
and other contracts, agreements, or documents. 

RETURNS 

See Return Goods Policy on next 
page. 

SPECIAL ORDERS 
Orders for special goods must be in writing and 
accompanied with detailed prints and/or sets of 
specifications, unless specifications on the orders are 
definite and complete.  Orders will not be entered 
with the factory unless this is adhered to.  
Cancellation charges will be as outlined in our 
quotations. 
FREIGHT TERMS 
All shipments are F.O.B. our service centers. 
See current bulletin for freight allowance. 

QUOTATIONS 
Goods quoted F.O.B. our service center are subject to 
prior sale.  Prices quoted are valid only for the duration 
indicated in the quotation.  Quoted prices supersede all 
previous prices, quotations, or contracts, and are 
subject to change without notice. 

CANCELLATIONS 
Orders placed with us cannot be cancelled without 
our prior written consent.  A cancellation charge will 
be applicable as outlined in our quotation. 

PRICES 
Possession of price lists will not be accepted by CVI 
as an obligation, or offer to sell the goods 
listed therein to anyone. 

All prices contained therein are subject to change 
without notice,  and supersede all previous lists.  All 
orders will be invoiced at prices in effect at the time 
of shipment unless quoted in writing. 

CHANGES 

Orders cannot be cancelled or specifications be 
changed without the consent of CVI, and then only  in  
terms indemnifying CVI against loss. 

WARRANTY 
See warranty on next page 
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TERMS AND CONDITIONS OF SALE 

DUAL PLATE CHECK  VALVE SALES TERM 



RETURN GOODS POLICY 
 
This policy supersedes all other policies for return goods. 
 
I. Goods returned at customers request: 

A. Material must be: 
1. Of our manufacture. 
2. In clean, new and saleable condition.  It must have been stored inside out of the weathe.r 
3. Shipped from one of our service centers within the 12 calendar months preceding the request for return,  and 

the return will not cause inventory to exceed maximum allowable levels. 

4. Personally inspected by a CVI representative prior to its return. 
5. Special or non-standard items are non-returnable. 

B. Return shipments must be prepaid. 
C. Credit will be allowed at invoice price, less 25% handling cost, and less any freight paid by CVI. 
D. A Return Goods Card must be furnished by a CVI representative after inspection of the material, and must be 

returned with the shipment. 
E. Shipments received without a Return Goods  Authorization Card will be refused.  Customer will be responsible for 

any storage and/or return freight. 
F. Material returned which is not of CVI manufacture, not in clean and saleable condition, or not authorized forreturn 

will be returned to the customer freight collect. 

II. Goods returned because of an error by CVI 
A. Material must be in a clean, new , saleable condition. 
B. Return shipment should be made freight collect. 
C. Full credit will be allowed. 
D. Customer must receive Return Goods authorization prior to the return of the material.  Return Goods 

Authorization Card must accompany shipment.  Shipments received without Return Goods Authorization Card 
will be refused. Return Goods Authorization Card should be attached to the  packing list. 

 
All requests to return material to CVI Company must be submitted in writing to our National Sales Man ager 

for authorization. 
 
 

WARRANTY 
 
 
CVI Warrants each product sold, if the products are of our manufacture, against defects in material and workmanship under normal 
use and service for a period of one year after date of shipment. 

 
This warranty is made to the buyer only, and does not extend to any other party.  The obligation of CVI  Company under this warray 
 
 
F.O.B. the factory or service center; (c) refund of the purchase price.  In the case of product or parts not wholly of CVI’s manufacture, 
CVI’s liability under this warranty shall be limited to the extent of CVI’s recovery from the manufacturer of such parts under its 
warranty to CVI.This warranty does not extend to any claims for labor, consequential damages, down time, or any other loss, 
damage, or expense of any kind arising out of the defect.  We do not allow claims for unauthorized repairs, labor, or material.  We 
are not responsible for loss of use, personal injury, lost profits, or any other damages whatsoever in connection with the warranties 
set forth. 
 
No warranty shall apply to any product which has been modified or changed in design or function after leaving CVI’s facilities or 
which should consult knowledgeable advisors in the selection of product type and material of construction for their specific use. 
The buyer assumes all risk of this selection. 
 

No material may be returned without first obtaining written permission from CVI Company.  The foregoing is the only 
warranty and no other is expressed or implied. 
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CALVARY VALVE, INC. 
220 THRELL STREET  
PALESTINE, TEXAS 75801 

PH:  (903) 729-0485 
FX:   (903)  729-0487 
www.calvaryvalve.com 
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